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Drw. nr. Contents of drawing

Support studsLRSP500AE-1

Date

21.09.2011

Rev. date

.

Rev.

.

Starting fillet, Plinth & Sill flashings 21.09.2011 ..LRSP500AE-4

Adjustable fastener 21.09.2011 ..LRSP500AE-3

21.09.2011 ..Cover flashings

21.09.2011 ..Eaves & Storm & Support flashings

21.09.2011 ..Vertical joint & External corner flashingsLRSP500AE-5

LRSP500AE-7

LRSP500AE-8

21.09.2011 ..Fastening screws, SealingLRSP500AE-10

Support stud joint pieces 21.09.2011 ..LRSP500AE-2

21.09.2011 ..Internal corner & Cover flashingsLRSP500AE-6

21.09.2011 ..Fastening screwsLRSP500AE-9

10.10.2014 ..Support studLRSP500AE-11

10.10.2014 ..Support studLRSP500AE-12
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Facade claddings
Accessories
Support stud

    SUPPORT CA1SS5
    band width = 193
    t = 1.20 (steel: Hiarc,Hiarc matta, Hiarc metallic,
    epoxy + powder matt)
    t = 1.20 (steel: zinc coated)
    L = 3000
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NOTE:SHOULD BE USED TOGETHER WITH CA1SS6
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    SUPPORT STUD CA1SS6
    band width = 183
    t = 1.20 (steel: Hiarc, Hiarc matta, Hiarc metallic,
    epoxy + powder matt)
    t = 1.20 (steel: zinc coated)
    L = 3000
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NOTE:SHOULD BE USED TOGETHER WITH CA1SS5


